
16 Shower Decontamination Facility 
for up to 60 persons



Container delivery in Tonbridge



The container was positioned carefully and precisel y



The wooden raised floor is complete and the first l ayer of fibreglass resin is 
applied over the plywood. Note that it is dressed u p along the walls



This shows the materials that were used fibreglass “chopstrand” and resin then 
painted with a top “blue coloured gel coat”



Looking into one of the shower tech rooms you can s ee 8 isolators one for each 
shower and in the near side the electrical distribu tion board



Another view of the electrical distribution board



This is the distribution boards in the dirty end an d shows the 100amp 3 phase 
isolator



Looking down on the dual pump set feeding the showe rs



Pipework and valves to showers



Electrical distribution - again



Photograph of contactors serving the float switched  in the buffer vessel



First fix showers



Drain pipes from shower section



Two water filtration units showing the “big boy 20”  filter pods”



Tanks, flex connection to filters and filter casing s



And again



And again



Pipes with valves from container to tanks



Filter pods in casings



Submersible pump in each tank



Power pack holder



Soap dispenser



AMS 6000 negative pressure unit



Locker showing the power socket and shelf for the p ower pack unit



Shower section showing the floor gulley



Dirty area showing the black pigeon holes, benches,  heaters and floor gulley. Note 
the grilles in the door



Another view of the dirty end showing the negative pressure unit prefilter



This shows the dirty end entrance and the spigot cu t into the container door for 
the exhaust air from the AMS 6000 negative pressure  unit. Note the separate door 

to the NPU chamber



This is the clean and or dirty end connector door, there are two other doors to the 
side on each unit



Another view of the dirty end with storage for boot s and gloves etc



This is the clean and or dirty end connector doors,  complete with the connecting 
tunnel applied



The clean end showing the lockers and the benches. Note that this is in white 
plastic and the dirty end in black plastic, each lo cker and bench made by AMS



Another view of the lockers there are 60 in total



The clean end has mirrors and six Dimplex heaters



The clean end door. Note the grilles to allow air p assage


